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Circular Airflow Cassette

• Improved installation in office environments

• Optimum operation by monitoring the room temperature

•
•

AUGA18 / 25FRTA-U

AUGA30 / 36 / 45 / 54FRTA-U
7

Circular airflow control
without temperature 
unevenness.

Ø7mm high density heat exchanger

          
New DC fan motor

High efficient turbo fan

Seamless airflow louver
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New Cassette type realizes Circular Flow to blow large airflow in 
360º direction by mounting high performance DC fan motor, 
new turbo fan and unique seamless airflow louver design.

Unique Circular 
Flow design

Achieve a comfortable air conditioning spread to every corner 
of the room by circular flow & wide vertical airflow.

Uniform temperature 
air conditioning

Comfortable!

CASSETTE TYPE

AUGA18FRTA-UX
(AUGA18FRTA-U+AOGA18FBTBHU)

AUGA25FRTA-UX
(AUGA25FRTA-U+AOGA25FBTBHU)

AUGA45FRTA-UX
(AUGA45FRTA-U+AOGA45FRTCSU)

AUGA54FRTA-UX
(AUGA54FRTA-U+AOGA54FRTCSU)

AUGA30FRTA-UX
(AUGA30FRTA-U+AOGA30FBTCSU)

AUGA36FRTA-UX
(AUGA36FRTA-U+AOGA36FRTCSU)

AUGA18/25FRTA-U AUGA30/36/45/54FRTA-U

Ø7mm high density heat exchanger

          
New DC fan motor

High efficient turbo fan

Seamless airflow louver

AOGA25FBTBHUAOGA18FBTBHU AOGA36/45/54FRTCSUAOGA30FBTCSUOG 30 B CS
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Wired TypeWired Type

Individual louver 
control (Option)

Large air volume

Quiet operation
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Ʀ Current model

Hi(dB)

Ʀ Current model

Hi(m3/h)

• Specifications are based on the following condition.
T1 — Condition : Indoor temperature of 27ÝCDB / 19ÝCWB, and outdoor temperature of 35ÝCDB / 24ÝCWB. 
T3 — Condition : Indoor temperature of 29ÝCDB / 19ÝCWB, and outdoor temperature of 46ÝCDB / 24ÝCWB. 

• All air conditioners are single-phase types.
• Specifications and design subject to change without notice for further improvement. Please check with your dealer.

SPECIFICATIONS

Model No.

Set
Indoor Unit

Outdoor Unit
Grelle

Capacity
Cooling
Cooling
Cooling
Cooling
Cooling
Cooling
Cooling
Cooling
Cooling
Cooling
Cooling
Cooling

Btu/h

Btu/h
V/ø/Hz

kW

kW
A
%

EER

Moisture Removal Pints/h
Liter/h

C.F.M
(m3/h)

Refrigerant
Connection Method

Capacity Class
Power source
Energy Label

Indoor

Outdoor

Input power
Current
Power Factor

Capacity

EER

Input power
Current
Power Factor

Airflow rate (High)

mm
kg(lbs)

mm
kg(lbs)

Net Dimensions 
H × W × D
Net Weight 

AUGA18FRTA-UX
AUGA18FRTA-U
AOGA18FBTBHU
UTG-UKGBUW

18,000

240-220 / 1 / 50

5

5.60-5.60

19,100-19,100

1.51-1.47

6.3-6.7

99.9-99.7

3.71-3.81

4.98

17,000

1.77

7.8

98.7

9.60

2.8

1.6

677

(1150)

246×840×840

24 (53)

650 × 830 × 320

50 (110)

R410A

AUGA25FRTA-UX
AUGA25FRTA-U
AOGA25FBTBHU
UTG-UKGBUW

25,000

240-220 / 1 / 50

4

6.68-6.68

22,800-22,800

1.91-1.81

8.5-8.4

93.6-97.9

3.50-3.69

5.77

19,700

2.20

9.9

96.6

8.95

4.0

2.3

677

(1150)

246×840×840

24 (53)

830 × 900 × 330

63 (139)

R410A

AUGA30FRTA-UX
AUGA30FRTA-U
AOGA30FBTCSU
UTG-UKGBUW

30,000

240-220 / 1 / 50

4

8.47-8.47

28,900-28,900

2.39-2.28

10.9-11.1

91.4-93.4

3.54-3.71

7.47

25,500

2.92

13.2

96.2

8.73

4.0

2.3

1006

(1710)

288×840×840

26.5 (58)

914 × 970 × 370

77 (170)

R410A

Flare FlareFlare FlareFlare Flare

AUGA36FRTA-UX
AUGA36FRTA-U
AOGA36FRTCSU
UTG-UKGBUW

36,000

415-380 / 3 / 50

4

10.50-10.50

35,800-35,800

2.99-2.99

4.8-5.2

86.7-87.4

3.51-3.51

9.20

31,400

3.73

6.0

89.7

8.42

5.1

2.9

1177

(2000)

288×840×840

29 (64)

1,290 × 900 × 330

103 (227)

R410A

AUGA45FRTA-UX
AUGA45FRTA-U
AOGA45FRTCSU
UTG-UKGBUW

45,000

415-380 / 3 / 50

2

12.70-12.70

43,300-43,300

3.95-3.95

6.3-6.7

87.2-89.6

3.22-3.22

10.84

37,000

4.83

7.8

89.4

7.40

8.4

4.8

2136

(2100)

288×840×840

29 (64)

1,290 × 900 × 330

102 (224)

R410A

AUGA54FRTA-UX
AUGA54FRTA-U
AOGA54FRTCSU
UTG-UKGBUW

54,000

415-380 / 3 / 50

2

13.63-13.63

46,500-46,500

4.35-4.35

7.1-7.5

85.2-88.1

3.13-3.13

11.8

40,200

5.42

8.8

88.9

7.42

9.8

5.6

2136

(2100)

288×840×840

29 (64)

1,290 × 900 × 330

107 (236)

R410A

T1
condition

T3
condition
(230V)

Btu/hW

Btu/h
kW

kW
A
%

kW/kW

Ʀ NEW model    

Ʀ NEW model    

48 48
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